
 

 

 
 

 

 

 

 

 

 

 

 
• Keep a high standard of cleanliness and accuracy with 

the built in SURE-CLEAN  Intelligent Cleaning 

Reminder System * 

• Australian Designed and Manufactured. 

• Fully Electronic 15ml and 30ml Models. 

• Simply Installed with standard Electronic Racks. 

• 4 Digit Electronic Nip Counter - Standard. 

• Simple Bottle Loading without removing unit. 

• Easily Cleaned by Dispensing 50 Deg C Hot Water 

through the unit without removing dispenser from 

bracket. 

• EMU’s are simple to operate and maintain. 

• NMI 4/5/12D National Measurement Institute 

Approved. 

• Fastest factory service turn around. See Back Page. 

• Key Reset Nip Counter via Key Lock.  

• Fastest pour to maximize bar through put. 

• Computer Interface (optional). 

 

* SURE-CLEAN 

EMU beeps and displays “HELP” on 

the Nip Counter Display every 30 

seconds when cleaning is required. 

2 Year Return To Factory 
Warranty. 

** Conditions Apply. 

“Upgrade to Our Smart Looking Modular 

Electronic Racks” 

 
Has a positive clip in action that holds the 

EMU firmly in place. Looks very smart and 

modern with built in Power “On” Key and 

“Nip Count Reset” Key, all integrated into the 

one easy to install unit. 



 

 

CONTACT US FORCONTACT US FORCONTACT US FORCONTACT US FOR    
 

• Upgrades to our latest Model Dispenser. 

• Australia Wide Service. 

• Professional advice on installation and Bar 

Spirit Dispensing. 
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 
 

 

 

 

 
 

 

 

 

 

 

 

 

 

FAST “EASY” FACTORY SERVICE. Post your EMU’s direct to our 

Factory. This means your EMU’s are usually Repaired, Serviced and 

Freighted back to you on the same or next day after they arrive at our 

Factory. 
 

Proudly Designed and Manufactured by 

KRS Design Australia 

38 Hamilton Street 

DAPTO NSW 2500 
Ph  02 42622572 
Fax  02 42621212 
E-mail  sales@krs-design.com 
Web  www.krs-design.com 
emu is a registered trade mark 

 

Modular Electronic Racks  

Electronic Rack Installation 

Notes 
 

# Systems are fully wired and tested. 

# Never drill through “Plastic Part of the Electronic Rack” 

Use existing screw holes or screw into the shaded area shown 

above. 

# Only require mounting and connecting to power supply. 

# Clip on EMU’s when the system backboard is mounted. 

# Never allow shavings or swarf from the installation to enter 

the top of the EMU’s. 

# The systems must be mounted square and plumb. 

# Mounting height from floor approx 165cm or at eye level 

with reference to the digital displays in the front of the 

EMU. 

 

 


